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Declaration of Conformity in accordance with APl STD 607Sixth Edition, September 2010 

 
This standard covers the requirements and methods for evaluating the performance of valves when 
they are exposed to defined fire conditions. The performance requirements establish limits of 
acceptability of a valve, regardless of size or pressure rating. The burn period has been established 
to represent the maximum time required to extinguish most fires. Fires of longer duration are 
considered to be of major magnitude with consequences greater than those anticipated in the test. 
The test pressure during the burn is set at 0.2 MPa (30 psig) for nonmetallic seated valves rated 
Class 150 and Class 300 to better simulate the conditions that would be expected in a process plant 
when a fire is detected and pumps are shut down. In this case, the source of pressure in the system 
is the hydrostatic head resulting from liquid levels in towers and vessels. This situation is 
approximated by this lower test pressure. 

 
 
 

Valve Type  Model Code Size Certificate No  Notifying Body  
Ball Valve  ART958 DN15 - DN100  230679 

249037 
TUV SUD Induistrie 
Service GmbH 

Ball Valve ART 956 DN15 – DN100 230679 
249037 

TUV SUD Induistrie 
Service GmbH 

Ball Valve  ART995T DN15 – DN100 249036 TUV SUD Induistrie 
Service GmbH 
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